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FIAT DUCATO MOTOR HOME 1998 to end 2006 
 

Contents of the kit 13 items, 1 engine blanket and 14 pads. 
 

Items marked with an * are self-adhesive and should be applied to a clean 
and dry surface only. We recommend the use of a small roller to apply even 

pressure, 
 

 

ENGINE COMPARTMENT 
 
1 to 4 * These items adhere to the bonnet lid  

behind the manufacturers cover. 
 
5 *  Fits to the centre Bulkhead 
6 *  Fits to the drivers side bulkhead 
7*  Fits to the passenger side bulkhead 
 

INTERIOR COMPARTMENT 
 
8 & 9 * Lift the floor covering by the wheel arch and fit item 8 to the 

passenger side wheel arch 9 to the drivers side. You may find it 
easier to cut this piece in two to assist with fitting. 

10 Place this item under your existing carpet using the carpet to 
mark and cut the holes for the steering wheel and gear stick 

11 Place this item under the drivers seat 
12 Place this item under the passenger seat 
13 Place this item under the floor covering between the seats. 
 

PADS 
 
Fit two pads to the outer skin of each door 
Fit two pads to the sides of each seat box  
Fit the other pads around the foot wells by the door. 
  

 Your fitting is now complete! 
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